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Display Power Level Status Indicator
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Digital Audio Out
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HDMI 1 is ARC/CEC, HDMI 2 is CEC
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Satellite Tuning Process

1. Connect the Co-axial cable from the dish to the threaded satellite “F” connector located on the side of the TV.

2. Turn the TV on and press the ‘SOURCE’ button on the remote and select ‘Satellite’.

3. Press the ‘MENU’ button and select the ‘Channel’ menu.

4. From this MENU select ‘DVB-S Manual Tuning’.

This will give several options - for the ASTRA 2 satellite, they should be already set and shouldn’t need altering. For ASTRA 2, please 
ensure that they are configured as below.

5. The dish can now be aligned to locate the desired satellite signal. This process is made easier with the introduction of a suitable  
 signal strength meter, but it is entirely possible to achieve the correct alignment by using the ‘QUALITY’ and ‘SIGNAL STRENGTH’  
 bars located at the bottom of the screen. As the dish is moved and the signal located, these fields will fill depending on the strength  
 and quality of the signal found. Typically, a reading of STRENGTH = 50% and QUALITY = 33% will receive all channels OK.

6. Once the ASTRA 2 signal has been obtained in this way, go back to the main satellite menu and select ‘AUTO TUNING’ and        
 ensure that the fields are set as follows:

7. Select the ‘SEARCH’ option to begin the scan for channels. this will take approx. 10 minutes. You will see the green progress  
 squares as time passes - the tuner may go through this process twice.

To set up a Favourites list

1. Press the ‘MENU’ button on the remote control and select the ‘Channel’ menu and then ‘Program Edit’. This will bring up a list of  
 TV channels.

2. Highlight any channel you wish to add to your favourites list using the upa and down arrows and pressing the green button on the  
 remote control. A red heart symbol appears next to the selected channel. Channels can be de-selected in the same manner.

3. Repeat this for as many channels as you wish and press the ‘EXIT’ button to save your changes.

4. To access your favourite list, press the ‘OK’ button on the remote and then press the green button. 19
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Multimedia Operation

USB Recording & Playback. Initial Points of Note

A maximum recommended size 32Gb USB stick is required to enable PVR to work. Ideally, this should be USB 3, although the TVs are 
backwards compatible and a USB 2 will work. NOTE: The TV’s pause function will only work when a USB is inserted intl the USB slot.

The TVs are single tuner, i.e: you cannot watch one side and simultaneously record another. You can, however, set the TV to record 
when it is not on via the EPG - see below.

The TV’s standby light will flash red and green to denote recording is occurring. A white triangle in a red circle will also appear in the top 
left corner of the screen.

To Schedule a Recording

1. Press the ‘EPG’ Button on the remote control.

2. Use the remote control’s arrow buttons to highlight the programme you wish to record..

3. Press the red shortcut button to schedule the recording

To Check Your Recording Schedule

1. Press the ‘EPG’ Button on the remote control.

2. Press the yellow shortcut button to display the list of scheduled recordings.

Manual Recordings

To commence recording any programme you are watching, simply press the ‘REC’ button on the remote control. Any recordings started 
this way will not automatically cease when the programme ends as they do on those set via the EPG., so to stop the recording, press 
the square ‘STOP’ button on the remote control. A  prompt - advising you that the PVR recording will be stopped - will appear. Should 
you wish to change channels during a recording, you will be promted to stop the recording first.
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